Vo

B A

TWOWIN TECHNOLOGY

Jetson AGX Orin Series
T919 Al Edge Computer

The T919 is developed and designed based on the NVIDIA Jetson AGX Orin

module. With a standard 1U form - factor, it can be embedded in a server

cabinet. It features high computing power, low power consumption, strong

heat dissipation, and rich interfaces, and can build advanced robot devel-

opment and edge Al applications for manufacturing, logistics, retail, ser-

vices, agriculture, smart cities, healthcare, and life sciences.
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Technical Parameters

Jetson AGX Orin
200 TOPS/275 TOPS

1792-core NVDIA Ampere architecture GPU with 56 Tensor Cores
2048-core NVIDIA Ampere architecture GPU with 64 Tensor Cores

8-core Arm® Cortex®-A78AE v8.2 64-bit CPU 2MB L2 + 4MB L3/
12-core Arm® Cortex®-A78AE v8.2 64-bit CPU 3MB L2 + 6MB L3

1x4K60 (H.265)3x4K30(H.265)6x1080p60(H.265)12x 1080p30 (H.265)
2x4K60(H.265)4x4K30(H.265)8x1080p60(H.265)16x1080p30 (H.265)

1x8K30(H.265)2x4K60(H.265)4x4K30(H.265)9x1080060(H.265)18x 1080D30 (H.265)
1x8K30 (H.265)3x4K60(H.265)7x4K30(H.265)11x1080p60(H.265)22x1080p30(H.265)

32GB 256-bit LPDDR5 204.8GB/s /64GB 256-bitLPDDR5 204.8GB/S
64GB eMMC 5.1

Hardware Interface

1xRJ45 Gigabit Ethernet port, 1xRJ45 10 Gigabit Ethernet port, independent IP
/
/
/
/

1Xx HDMI

1x AUDIO OUT(3.5mm port) 2xUSB3.0

2x USB3.0 Type-A, 1x Type-C OTG,1x Type-C Debug
/

/

/

/
2x 2280 PCIE SSD, 1x 2242 PCIE SSD, 2x SATA Revision 3.0(1x3.5 or 2x2.5inches)(optional)

/
/

/

Built-in power supply, external 220V
AC Three-Prong Socket

Recovery/Reset two buttons, two indicator lights
483mm x 249mm x 44.4mm
-20°C~60°C

5%-95% non-condensing

Fan cooling
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1x LANO 10Gigabit Ethernet port
1x LAN1 Gigabit Ethernet port
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Shipping List

Content

Quantity Type

Power cable

1 Standard

TYPE-C data cable

1 Standard

249.0mm



