
Jetson Nano Series 
B01-T Developer Kit

The B01-T development kit uses the NVIDIA original Jetson Nano 4GB module and is 
equipped with a carrier board designed in the same way as the official developer kit. The size, 
interface location, performance, etc. are exactly the same as the official ones.
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Jetson Nano

472 GFLOPS

128-core NVIDIA Maxwell™ architecture GPU

Quad-core ARM® Cortex®-A57 MPCore processor

1x4K30(H.265)2x1080p60(H.265)

1x4K30(H.265)4x1080p60(H.265)

4GB 64-bit LPDDR4 25.6GB/S

16GB eMMC 5.1
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1x RJ45 Gigabit Ethernet port

2.4GHz/5GHz dual band WiFi(optional)

/

/

1x TF Card

1x HDMI, 1x DP

/

4x USB3.0 Type-A, 1x USB Micro OTG
/

/

40Pin(UART,SPI,12S,12C,PWM,GPIO), 12Pin control signal interface

WiFi

/

/

/

5V(4A)

DC Connector

An indicator light

100mm×79mm×30.21mm

0℃~40℃

5%-95% non-condensing

Passive cooling

2x 15Pin 4-Lane CSI Connector
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Dual band WIFI module (optional) RTC clock battery (standard)


