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Jetson Orin Nano Series
T208P Al Edge Computer

T208P is developed based on the NVIDIA Jetson Orin Nano core module,
equipped with 20/40 TOPS(34/67 TOPS in super mode)Al computing
power, and supports a wide range of sensors commonly used in autono-
mous driving vehicles. It can be used in scenarios such as robots, low-speed
autonomous driving, smart factories, and smart transportation, making it

an ideal platform for edge deployment of Al computing power for deep
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Technical Parameters
Al Platform Jetson Orin Nano
’;LSV"QTp”t'”g 20 TOPS/40 TOPS(Super Mode:34 TOPS/67 TOPS)
GPU 512-core NVIDIA Ampere architecture GPU with 16 Tensor Cores/
1024-core NVIDIA Ampere architecture GPU, 32 Tensor Cores
_ ® ®_ _hi
System CPU 6-core Arm® Cortex®-AT8AE v8.2 64-bit CPU 1.5MB L2 + 4MB L3
Video Coding 1080p30 supported by 1-2 CPU cores
. : 1x4K60(H.265)2x4K30(H.265)
Video Decoding 5x1080p60(H.265)11x 1080p30(H.265)
Memory 4GB 64bit LPDDR5 34GB/s / 8GB 128bit LPDDR5 68GB/s
Storage/Expansion (Supports external NVMe)
Hardware Interface
1x M12 Gigabit Ethernet port(Independent IP)
Ethernet & P P : .
erne Interface 4x M12 Gigabit Ethernet port(Shared IP) supports POE(at standard) (optional)
WiFi 2.4 GHz/5GHz dual band WiFi(optional)
Wireless 4G/5G 4G full network connectivity/5G full network connectivity(optional)
Network GNSS Support multi-mode (BD, GPS), support meter level/centimeter level/RTK/
inertial navigation (optional)
Other 1x SIM Card
Display 1x HDMI
Multimedia
Audio /
USB 2x USB3.0 Type-A, 1x Type-C OTG,1x Type-C Debug
/0 Serial Port 1x RS232, 2x RS485
CAN 1x CAN-FD, 1x SPI-CAN-FD
GPIO 2XGPI+2xGPO(3.3V@1mA) with isolation,2xGPI+2xGPO(12V@1mA) with isolation
M.2 KEY E WiFI
Port
M.2 KEY M 1x 2280 PCIE SSD
RTC 1x RTC
Synchronous : :
Other System Support NTP, PPS input/output, PWM output (optional)
GMSL .
Camera Interface 8x GMSL2 (Optional)
Power Input 9-36V, support ACC
Electric Power Interface M16-6Pin navigational aid interface
Source .
Eiétﬁﬁsns/ Indicator Recovery/Reset two buttons, four indicator lights
Physical — Specifications/ 295mm X 207.1mm X 76.5mm
Parameters Dimensions
Operating -20°C~70°C(standard)/-40°C~70°C(optional)
Work Temperature [Super Mode:-20°C~70°C(standard)/-40°C~70°C(optional)]
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Shipping List

Content Quantity Type
Power adapter (19V-3.42A) 1 Standard
TYPE-C data cable 1 Standard
M12 Zhengcheng network cable 2 Standard
Power cable 1 Standard
M16 6PIN external power adapter cable_1 meter 1 Standard
DC 5.5*2.5MM power cable one-to-two 1 Standard
GPIO/RS485 1 Standard
CAN/RS232 1 Standard
Fakra_WiFi/GPS antenna 1 Optional
Fakra_4G/5G antenna 1 Optional




