
Jetson Orin NX Series 
T801 Developer Kit

T801 is a high-performance AI development kit, based on NVIDIA Jetson Orin NX develop-
ment design, equipped with 70/100 TOPS AI computing power, and pre-installed with Ubuntu 
20.04 operating system. It can perform various data analysis and inference calculations such 
as images and videos, and can be widely used in education, robots, and drones.
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Jetson Orin NX

70TOPS/100TOPS(Super Mode:117TOPS/157TOPS)

1024-core NVIDIA Ampere architecture GPU with 32 Tensor Core

6 core Arm® Cortex® A78AE v8.2 64 bit CPU 1.5MB L2 + 4MB L3/
8 core Arm® Cortex®-A78AE v8.2 64 bit CPU 2MB L2 + 4MB L3

1x4K60(H.265)3x4K30(H.265)6x1080p60(H.265)12x1080p30(H.265)

1x8K30(H.265)2x4K60(H.265)4x4K30(H.265)9x1080p60(H.265)18x1080p30(H.265)

8GB 128-bit LPDDR5 102.4GB/s / 16GB 128-bit LPDDR5 102.4GB/s

(Supports external NVMe)
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1x RJ45 Gigabit Ethernet port

2.4GHz/5GHz dual band WiFi(optional)

/

/

/

1x HDMI

/

4x USB3.2 Type-A, 1x USB3.2 Type-C
1x UART(TTL)

/

40Pin(UART,SPI,12S,12C,PWM,GPIO), 12Pin control signal interface

WiFi

1x2280 PCIE SSD

/

/

9-19V

DC Connector

An indicator light

122mm×189mm×44.8mm

-20℃~50℃ (Super Mode：-20℃~30℃)

5%-95% non-condensing

Fan cooling

2x 22Pin 4-Lane CSI Connector

2xMIPI-CSI-2
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