=]
DN, B |
wwwwwwwwwwwwwwww Smarter World, Better Life www.twowintech.com

TWOWIN TW-T1106P-G User Guide

Smarter World, Better Life

A R ORY) B R AT

TWOWIN INFORMATION TECHNOLOGY Co. Ltd



wowin tecknowast  Smarter World, Better Life www.twowintech.com
Contents
DOCUMENT REVISION LOT wuvrvrereremieueeeseiisesstassstsessisesstesssessssessssssssssasssssssssssssssssssssssssssesssssssssssssssssssssssssstsssesssssssssssess 1
PIEIACE teetururererieeurtrirteetrts et ettt e s e et s s s st st s s st st e sassse st a s s e s st et e s E st as e et AR A et A A £t e A st ae s bt e s sttt nar et eas 2
Safety Warnings anNd PrECAULIONS «.cc.coe ittt seseseeeesesseseestesteteste st st et et st st e s e ssessessessesaessessestensestssssnseneesess 3
INEFOTUCTION ttteveerieretrerertstseststststssssesssesstssssssssssssssssssssssssssssssesssssssssssesessassssssesassssesesassssssesesssssssessasssssssessasssssesssssssses 5
PrOQUCT SPECITICATIONS vururerererrarureriieusesistsesasesastsasssestesssssssestsasassstssssassssatesssssssssssssssssstssssssssetsnssssssssssssssstssssssesessnenns 6
Processor and COre MOAUIES ..ottt ess s bbbt b st sbe b bessssessones 6
ENCOAING ANA DECOTING -euvvteemerririeeuetrtrteaeseistseeuessasteaesesststaesesststsaesesstsesesesesstatacsesesstacuesesstssacsssetstassesesessaenes 6
INEEITACE eueueueeeeeeee ettt ettt ettt ettt et ettt ettt ettt et ettt e et ettt 7
POWET SUDPIY weucueretnemeurerteaeuetetstseueseistseesesetstasaesessttacaesststssassesststassssesetasucsssststassssetetasassessttassesssstntacsesestassesesssacnens 8
SETUCTUTE ettt bbbt e b bttt bbb bbbt bt 8
ENIVITONIMENT cetetttriteeeurir ettt ettt e s et st sssest st sst et s e as s s et s asssasttaesss et st esasass st eassssstetesassssettasasssestrsasassntasasans 8
DIIMENSION tevtrrururrerereressarsesesesessssaesesesssssssssasesssssssssesesssssssssesesesssssesesesssssssesesesesssssssssesssssssesesesssssssssasesssssssssesssesssssesesessssssssses 9
SEIVICE ANU SUPDOI cererrurrreuiriueiriaeirtseiseseastesstsesetesetsesessesssstassstassstassstsssstassstassstassstssssssessssssssssssstsssssassesassesassesnssesassns 10
TECNNICAI SUDPOIT coveeerruireacerincueeaeeaeeseaeasesessesessesesseaessasessesesesaese st s s tae st e st sstassstaesseaesesessssesnssesessesesncaesncas 10
WITANTY wevvreeeieeeireaeeseaeeseeiseess s et steseasesetse st s s st s s stassstaesstaesebaese bt s stae et s e s b st be s b s e s et se bt sesseassseassetastasassns 10
INEEITACE DESCIIPLION tuueuereuireueieueireueistaetstaetstesstsesstesstessteseaessasesstsesetseasssese s st st stsesetae s et assetaesetassstassstassstsessssessssesssseans 11
FrONT PAN@I INTEITACES ettt s st s st sssssssssssssssssssssessssessssassnsases 11
BACK PANEI INTEITACES wuvuvreuvrenerrireeriseesiseasiseseiseaessesessesesstsesstsesssesesesessessssesssstassstassstassetassstnsssssssssssssssessssessssssesssas 12
Installation Method for EXpansion EQUIPMENT e iiiiiiiniiiiiicieieiseieesiesesssestssessssesseessesessesessesessesesns 13
INSEAII BrACKET BOX euerererurrrereeenrereriensasestsssssssestsasssestssssssssestsssssssstsssssssssssssssssstassssssesstsnsssssssssssssssesesnssssessssnssns 13
USING IMELNOT 1arrrererrrrierereeiessssssessssssssssssessssssessssssssssssssssssssssssssssssssassssssessssssssssssassssesesesssssesesessssssssssssssssesesssssesssasssesssns 15
LOGIN trtrtreerererssesssesnsssssssssssssssssssssssssssssessssssessssssssssssasassssesesessssesesssssssesasessssssesssssssssassssssssesessssssssesassssesesesssesssesassssas 15
SEIIAI POIT TESHING cecvreeerreerreuereueeeseeseseestaesstaesseessesessesessesessasessasessssesessssssssssessssstassetassssssntacssnesesssesesescsesesessesesssses 19
Warranty Policy of Twowin Information Technology (Shenzhen) Co., LEd. cceceeeverrneninnenenencecneneeeiecreneeeeeene 20

Twowin Information Techrfology (Shenzhen) Co., Ltd.



AN EERE

¥ TWOWIN TECHNOLOGY

Smarter World, Better Life

www.twowintech.com

Document Revision Log

Document Version

Versionl1.0
Document Revision Revision Content
Version No. Date
V1.0 2024/10/16 Initial Release

Twowin Information Technology (Shenzhen) Co., Ltd.



TWOWIN TECHNOLOGY Smarter \World, Better Life www.twowintech.com

Preface

Before using this manual, please carefully read the following license agreement. You may only use the products

described in this manual if you agree to the terms of this agreement.

Copyright Notice

© TwoWin Technology (Shenzhen) Co., Ltd. All rights reserved. TwoWin Technology (Shenzhen) Co., Ltd.
reserves the final right to interpret and modify this document and this notice. Unless otherwise specified, all
textual descriptions, document formats, illustrations, photographs, methods, procedures, and other content in
this document are the intellectual property or related rights of TwoWin Technology (Shenzhen) Co., Ltd. Without
prior written consent from TwoWin Technology (Shenzhen) Co., Ltd., no part of this manual may be reproduced,
excerpted, backed up, modified, disseminated, translated into other languages, or used for commercial purposes

in whole or in part.

Technical Support and Feedback

If you encounter any issues while using our products or believe there are functional deficiencies, please visit
our official website at [https://www.twowintech.com](https://www.twowintech.com) to contact our customer
service team. We will address your concerns and provide feedback. For technical support, guidance, or any
valuable suggestions, please reach out to us via our website or phone.

Notice

The products, services, or features you purchase are subject to the commercial contracts and terms of
TwoWin Technology (Shenzhen) Co., Ltd. Some or all of the products, services, or features described in this
document may not be included in your purchase or usage scope. Unless otherwise stipulated in the contract,
TwoWin Technology (Shenzhen) Co., Ltd. makes no express or implied representations or warranties regarding

the content of this document.

Due to product version updates or other reasons, the content of this document may be revised periodically.
Unless otherwise agreed, this document serves only as a usage guide, and all statements, information, and
suggestions herein do not constitute any express or implied warranties.

**Contact Information**

Technical Support: twowintech Technology

Mobile: +86 15920093612

Tel: +86 755-82840481

Website: [https:.//www.twowintech.com](https.//www.twowintech.com)

Address: Room 2512, Changhong Technology Building, 12 Kexin South Road, Nanshan District, Shenzhen,
China

Twowin Information Technology (Shenzhen) Co., Ltd. 2
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Safety Warnings and Precautions

®  Safety Instructions

Before using this product, read this document carefully to understand its basic operation and comply with
the safety instructions therein to ensure personal safety and avoid equipment damage. The manufacturer shall
not be held liable for any issues related to equipment or personal property damage caused by improper
operation.

® personal Safety

« Wear anti-static workwear and gloves/wrist straps before operating the device. Remove conductive items such
as jewelry and watches to prevent electric shock or burns.

 In case of fire, evacuate the building/equipment area immediately, activate the fire alarm, or call the fire
department. Under no circumstances should you re-enter a burning building.

® Fquipment Safety

¢ Securely fix the device to the floor or stable objects (e.g., walls or mounting racks) before operation.
¢ Do not block ventilation openings during system operation.

¢ Use tools to tighten screws when installing panels.

¢ Remove all packaging materials from the equipment area after installation.

®  Ppower Supply Voltage

The input power supply for the TW-T902 edge computing platform is stable and reliable, with a power rating of
70W. Power supply range: 12-24 V DC; Current 5A (MAX).

® Environmental Requirements

Operating Temperature: -20°C to +70°C/ -40°C to +70°C (Optional)

Ventilation Requirement: The area around the computing platform must have good ventilation conditions upon
installation.

®  Grounding Requirements

* The power adapter’s supply must be properly grounded. In special cases, use the grounding screw on the
platform for grounding.

For grounded devices only:
« Ground the device before installation and remove the ground wire last during disassembly.
* Do not damage grounding conductors.
« Do not operate the device without a grounded conductor.

« Permanently connect the device to protective earth. Check electrical connections before operation to confirm
reliable grounding.

®  £SD Protection

Electronic components are sensitive to electrostatic discharge (ESD). While key interfaces on circuit boards are
ESD-protected, not all components are fully shielded. Follow ESD safety measures when handling circuit boards:
e Store and transport boards in anti-static bags until deployment.

« Discharge body static (e.g., wear grounding wrist straps) before touching the device.

¢ Operate only in ESD-safe areas.

« Avoid moving the device on carpeted surfaces.

Twowin Information Technology (Shenzhen) Co., Ltd. 3
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® Basic Installation Requirements

Only trained and authorized personnel may install, operate, or maintain the device.

« Only qualified and trained personnel are allowed to install, operate, or maintain the device.

¢ Only certified professionals may dismantle safety features or repair the device.

* Replacements or modifications (including software) must be performed by TwoWin-certified personnel.
¢ Report any faults or errors that may compromise safety to the responsible person immediately.

Twowin Information Technology (Shenzhen) Co., Ltd.
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Introduction

The TW-T1106P is a computing platform designed based on the high-reliability Atlas 200l Ind A2
acceleration module. It can perform Al applications such as target recognition, image classification, and image
segmentation on the edge, providing deployment capabilities in high and low-temperature environments. It can
be widely used in various unmanned devices, intelligent devices, industrial devices, and embedded systems for
edge Al inference scenarios.

Overview of the TW-T1106P Edge Computing Platform:

° Supports multiple interfaces (such as 232/485/USB/Ethernet)
Supports dual-band WiFi/4G modules

Supports 5x1000BASE-T RJ45 gigabit network ports

Passive cooling design without a fan

Rich interface support (CAN/RS232/RS485/GPIO)

Twowin Information Technology (Shenzhen) Co., Ltd. 5
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Product Specifications

Processor and Core Modules

Al Computing
20 TOPS INT8, 10 TFLOPS FP16
Power
CPU 4+«TAISHANV200M@1.6GHz  (High Reliability Module)
Memory 12GB LPDDR4x
Storage 32GBemmc / SSD (Optional)

Encoding and Decoding

Supports H.264 / H.265 hardware encoding, 20CH 1080P 30FPS,
3CH 4K (3840 x 2160) 50FPS

ENCODE

Supports H.264 / H.265 hardware encoding, 40CH 1080P 30FPS,
4CH 4K (3840 x 2160) 75FPS

DECODE

Image Encoding/Decoding:
JPEG decoding1080P (1920 x 1080) 512FPS
Encoding 1080P(1920 x 1080) 256FPS, maximum resolution: 16384x 16384, minimum
resolution32x32

JPEG

Twowin Information Technology (Shenzhen) Co., Ltd.
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Interface
Interface Quantity Note
1 WAN port + 4 LAN ports. 4 LAN
Ethernet 5%xRJ45 Gigabit Network port ports share one port, with POE
(Switch)
WIFI 1 2.4G/5.8G 300Mbps(Optional)
Network
4G 1 4G Global Network(Optional)
emmc 32GB
Storage SSD (Size optional) emmc/SSD (M.2 2280)
RS232 2 Standard RS232
RS485 1 Standard RS485
14PIN S :
GPIO 2 1+GPIO 1+GPO 3.3V/21mA with isolation
CAN 1 Support CANFD
USB 4 USB 3.0 TYPE-A 5V@1A
USB
DEBUG 1 USB2.0
Reset KEY 1 Button
Function Key
Recovery KEY 1 Button
Video HDMI 1 14> HDMI 2.0 (Support 1080P)
SIM nano sim 1 nano sim

Twowin Information Technology (Shenzhen) Co., Ltd.
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Power Supply

Power Supply Spec
Input Type 1xDC
Input Voltage Wide input 12V-24 DC

Typical consumption

25W

Structure

Mechanical

Spec

Dimensions (WxD x

176mmx165mm x53mm

H)
Weight 1.5Kg
Environment
Environmental Spec
Operating -20°C-60°C
Temperature

Storage Humidity

10%-90% non-condensing

Twowin Information Technology (Shenzhen) Co., Ltd.
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Dimension

53.0
35.0
38.0

2

165.0
1760
& 130 g0

e B B

K

| —
©

F

= P e £ o
L 668 |
130.0
1468

(Dimension Drawing)

Twowin Information Technology (Shenzhen) Co., Ltd.
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Service and Support

Technical Support

If you encounter any issues or believe there are defects in your product, please visit our official website with
your questions and check our frequently asked questions section for common solutions. You can also contact us
by phone or WeChat, and we will arrange the corresponding work according to your needs in a timely manner to
help you resolve the issues.

Warranty

Warranty Period: The warranty period for the equipment is one year from the date of purchase. Warranty
Terms: During the warranty period, if the product has a malfunction that is not caused by human damage, it will
be repaired for free. Please contact customer service through the purchase platform or by phone to obtain
warranty assistance (for details, please refer to the warranty terms of TwoWin Technology ).

Twowin Information Technology (Shenzhen) Co., Ltd. 10
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Interface Description

Front Panel Interfaces

® AN EnEE

POWER )
. e DEBUG

usBe1/2 usB3/4

s (] -
s s
F— . —
|M |MI.‘
—

TW-1106P Front Panel Interface Diagram

Interface Interface Name Description
RST Reset Button Used alone for power-on reset; used with REC to enter
recovery mode
REC Recovery Used alone has no effect; used with RST to enter
Button recovery mode
SIM SIM Card Slot Install SIM card as indicated by the silk screen direction
Micro-USB Debug interface /dev/ttyAMAQ
DEBUG _
interface
RUN Run Indicator Green light when system is on
Light
POWER Power Status Indicator Red light when power is
Light connected
USB 4xUSB USB3.0 interface SV@1A
RS232-1 /dev/ttyAMA3
Serial Ports RS232-2 /dev/ttyAMA2
RS485-1 /dev/ttyAMA1
14PIN Interface
CAN Support canfd
DI GPIO Input 3.3v
DO GPIO Output 3.3v@1mA

Twowin Information Technology (Shenzhen) Co., Ltd.

11
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Back Panel Interfaces

LAN2 LAN3 LAN4

I—POE—I

TW-T1106P rear interface diagram

Interface Interface Name Interface Description
DCIN Power Input DC power input 12v-24V@5A max
WIFI WIFI Antenna External WIFI antenna
Interface
4G 4G Antenna External 4G antenna
Interface
LAN(RI45)x5 Ethernet 1 WAN port + 4 LAN ports, with 4 LAN ports sharing a
Gigabit Ports network port, featuring PoE Switch
HDMI HDMI Interface Video output
Screw Grounding For grounding the device
Screw
1 GND
4 GND
VCC

vcc

VvCC
VCcC

GNDFRRAIR
VCC #RIRIENR
235617 E—i

| Y s Y |
o w (9, BN

(6-pin power connector definition)

Twowin Information Technology (Shenzhen) Co., Ltd. 12
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Installation Method for Expansion Equipment

Install Bracket Box

Box Bracket Installation

The box allows it to be installed in any convenient space for working environment and maintains an environment
with ventilation around it.

1.Install the bracket: Use six screws to pass through each hole on the bracket and fix the bracket to the bottom of
the box.

2.Fix the box in the place where you want to hang it.

Twowin Information Technology (Shenzhen) Co., Ltd. 13
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WIFi/4G Antenna Installation (Image for reference only)

Twowin Information Technology (Shenzhen) Co., Ltd.
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Using Method

Login

User Name Password
root Mind@123
HwHiAiUser Mind@123
tw tw

1.Connect the Windows computer to the device's DEBUG port using a Micro-USB cable.

2.0n the Windows computer, select "This PC," then right-click and choose "Manage," select "Device Manager,"
and choose "Ports (COM and LPT)," as shown in the figure (in this example, the computer reads it as COM3,

but there may be differences depending on the computer, so use the actual COM port read by your computer).

3.Install Xshell software (other similar terminal tools can also be used)

=z IDE ATA/ATAPI =558

i NoMachine USB Host Adapter
0 Esgs

1 a=s

G R

= FTENEAE

v @ wl (COM = LPT)
ﬂf USB-SERIAL CH340 (COM3)

5 S =)

[ L
ATiEDEE

i wee

| =E. EnEEsE
i) sFnEtEstas
§ EEEmEEns
I RS

fn Smae

[ EREES

i SFEmaamEs

Twowin Information Technology (Shenzhen) Co., Ltd.
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A8 Xshell 6
XD #®E0 JFEV IED EIFG s0w 2BH

= - - n-@- 4 e s P - E- (@

xterm [ 191x38 .59

18%

4.Click "New" in the top left corner and follow the operations as shown in the figure (you can fill in any name).

FELEEE ? pd
ZER(C:
- BASHRIE
i (i =8
. EBEEE ERN): 'E_%%W .
-y
- §5H - ==
5 HE): SERIAL
B ZHH):
L. SFTP
. TELNET BOS0): - Jﬁﬁ—%SERlAL
- RLOGIN :
SERIAL VD)
- HE
EE ==
- T DssReExnnaSiEinesn
=
2 ERE): dE Rl o be
B TCPYER
[ FANagleEEU)
BEicR
S ]
X/YMODEM
' ZMODEM
=E Hig

Twowin Information Technology (Shenzhen) Co., Ltd.
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5.Select "SERIAL" from the left options, choose "COM3", and set the baud rate to "115200".

FESERSE

Data Bits:

- TELNET

Stop Bits:

r mii

TRE
- #5
s
- VT 85
EE
- §h38
B0
- ZeH
2-5R
=
-~ BRSIiCH®
- HEE
- X/YMODEM
- ZMODEM

Flow Control:

None

None

#EFECOM3

17613115200

Twowin Information Technology (Shenzhen) Co., Ltd.
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6.Click "Connect”, and the following screen will appear;

Connection closed.
onnected from remote host{tw
' to learn how t
Connecting to COM3...
nected.
Login timed out after 60 secon

Ubuntu 22.94 LTS davinci-mini ttyAMA®

davinci-mini login: i

7.Enter the username "tw" and the password "tw" to access the system.

Connection closed.
onnected from remote host{iw
e “help' to learn how t
5
necting to COM3...
Connected.
Login timed out after 68 secon

Ubuntu 22.84 LTS davinci-mini ttyAMA@

.8+ aarch64)

* Documentation: h elp.ubuntu.com
* Management: canonical.com
* Support:

Th tem has been minimized by removing packages and content that are
not required on a em that do not leg into.

To restore this content, you can run the 'unminimize' command.
Li login: Thu Apr 7 :45 UTC 2 on ttyAMAD
1nci-mini:~§ i

Twowin Information Technology (Shenzhen) Co., Ltd. 18
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Serial Port Testing

A total of 4 serial ports, including 1 RS232, 1 RS485, and 1 CAN.

Serial Port Device Node

RS232-1 /dev/ttyAMA3
RS232-2 /dev/ttyAMA2
RS485-1 /dev/ttyAMAL

Taking RS232-1 as an example:

Switch to root: sudo su

Set serial port: sudo stty -F /dev/ttyAMA4 raw ispeed 115200 ospeed 115200 cs8 -parenb -cstopb -echo
Send data: echo "abcdefg" > /dev/ttyAMA4

Read data: cat /dev/ttyAMA4

CAN Testing:

sudo apt-get install can-utils

Configure CAN interface:

sudo ip link set canl type can bitrate 500000
sudo ifconfig canl up

Send CAN data: : cansend canl 123#11223344AABBCCDD

Receive CAN data: : candump canl

Twowin Information Technology (Shenzhen) Co., Ltd.
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Warranty Policy of Twowin Information Technology (Shenzhen) Co.,

Ltd.

Important Notes

Twowin Information Technology (Shenzhen) Co., Ltd. warrants that each embedded product provided is free
from material or manufacturing defects to the best of its knowledge and compilies fully with the original factory
specifications at the time of shipment.

The warranty scope of Twowin covers all original factory products. For issues with dealer-configured
accessories, contact the dealer for resolution. All products carry a one-year warranty (starting from the factory
shipment date). Lifetime repair services are provided for products beyond the warranty period. Repaired
components receive an extended warranty of 12 months. Unless otherwise notified by Twowin, the factory
shipment date on the original delivery note shall be deemed the product’s shipment date.

How to Obtain Warranty Services
If your product malfunctions during the warranty period, contact Twowin or an authorized dealer to initiate
warranty services. When requesting warranty services, present a purchase invoice as proof of entitlement to

warranty services (this serves as your legal documentation for claiming warranty services).

Warranty Resolution Measures

When requesting warranty services, you must follow the procedures established by Twowin for issue
identification and resolution. You will need to undergo an initial diagnosis via phone or email with Twowin's
technical staff. During this process, you must fully complete all details in the provided repair request form to
ensure accurate diagnosis of the fault cause and damage location (for out-of-warranty products, a service
quotation will be provided for your confirmation).

Twowin reserves the right to either repair or replace the reported product. If the product is replaced or
repaired, the replaced “defective” product or repaired components will be returned to Twowin.

Since some repaired products require shipment to the original factory, Twowin strongly advises purchasing
transportation insurance to avoid accidental loss/damage. If you decline insurance, Twowin shall not be held
liable for any loss or damage during transit.

For warranty-covered products:
The user bears return shipping fees for products sent to Twowin for repair.
Twowin bears return shipping fees for repaired/replaced products delivered to users.

Exclusions from Warranty:

1.Damage due to improper installation, misuse, abuse (e.g., overload), or accidental mishandling.

2.Failures caused by improper maintenance, neglect (e.g., fire, explosion), or natural disasters (e.g., lightning,
earthquakes, typhoons).

3.Unauthorized modifications to the product (e.g., circuitry, mechanical components, software, three-proof
treatment).

4 Faults arising from:

Voltage irregularities (overvoltage, undervoltage, floating ground voltage).

Bent/pinched pins, incorrect bus connections, component detachment.

Electrostatic discharge, excessive temperature/humidity, poor transportation.

5.Tampering, removal, or alteration of product labels or part numbers.

Twowin Information Technology (Shenzhen) Co., Ltd. 20
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6.Claims submitted after the warranty period expires.

Special Provisions:

If the same fault recurs in multiple products or the same device, our company reserves the right to require
users to provide peripheral devices or technical documentation (e.g., monitors, I/O devices, cables, power
supplies, connection diagrams, system architecture) to diagnose root causes.

Failure to comply will result in denial of warranty claims. Repairs will incur market-rate fees and a repair

deposit.

Twowin Information Technology (Shenzhen) Co., Ltd. 21
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