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Preface

Before using this manual, please carefully read the following License Agreement. You may only use the

products described herein if you agree to the terms of this License Agreement.

Copyright Notice

TwoWin Information Technology (Shenzhen) Co., Ltd. All rights reserved. The company reserves the ultimate
right of interpretation and modification of this document and any associated statements. Any text, document
format, illustrations, photos, methods, processes, etc., presented herein (unless otherwise expressly noted) are
protected by copyright or other related rights belonging to TwoWin Information Technology (Shenzhen) Co., Ltd.
Unauthorized reproduction, excerpting, backup, modification, distribution, translation into other languages, or
commercial use of any part of this manual is strictly prohibited without the company’s written consent.

Technical Support and Feedback

If you encounter issues while using our products or identify potential functional defects, please visit our
official website at https:.//www.twowinit.com to contact customer service. For technical support guidance or

feedback, please reach out via the website or phone:

Note

The products, services, or features you purchase are subject to the commercial contracts and terms of
TwoWin Information Technology (Shenzhen) Co., Ltd. Not all products, services, or features described in this
document may fall within your purchased scope of use. Unless otherwise stipulated in a contract, TwoWin
Information Technology (Shenzhen) Co., Ltd. makes no express or implied statements or warranties regarding

the content of this document.

This document may be updated periodically due to product version upgrades or other reasons. Unless
otherwise agreed, this document serves solely as a usage guide. All statements, information, and

recommendations herein do not constitute any express or implied warranties.

Contact Information

Phone: +86 15920093612

Tel: +86 755-82840481

Website: https://www.twowintech.com

Address: 2512 Changhong Technology Building, Keji South 12th Road, Nanshan District, Shenzhen

Twowin Information Technology (Shenzhen) Co., Ltd. 2
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Safety Warnings and Precautions

®  Safety Instructions

Before using this product, read this document carefully to understand its basic operation and comply with
the safety instructions therein to ensure personal safety and avoid equipment damage. The manufacturer shall
not be held liable for any issues related to equipment or personal property damage caused by improper
operation.

® Personal Safety:
» Wear anti-static workwear and gloves/wrist straps before operating the device. Remove conductive items
such as jewelry and watches to prevent electric shock or burns.

» In case of fire, evacuate the building/equipment area immediately, activate the fire alarm, or call the fire
department. Under no circumstances should you re-enter a burning building.

® Fquipment Safety:

» Securely fix the device to the floor or stable objects (e.g., walls or mounting racks) before operation.
» Do not block ventilation openings during system operation.

» Use tools to tighten screws when installing panels.

» Remove all packaging materials from the equipment area after installation.

®  Power Requirements:

Input power for the TW-T505 Edge Computing Platform must be stable and reliable, with a power rating of 25W.
Power range: 12-24 V DC; Current: 5A (MAX).

® Environmental Requirements:

» Operating temperature: -20°C to +50°C.

» Ventilation: Ensure proper airflow around the installed platform.

®  Grounding Requirements
The power adapter’s supply must be properly grounded. In special cases, use the grounding screw on the
platform for grounding.
For grounded devices only:
» Ground the device before installation and remove the ground wire last during disassembly.
» Do not damage grounding conductors.

» Do not operate the device without a grounded conductor.

Twowin Information Technology (Shenzhen) Co., Ltd. 3



MM R

wowmn tecinotose Smarter World, Better Life www.twowintech.com

» Permanently connect the device to protective earth. Check electrical connections before operation to confirm
reliable grounding.

® ESD Protection

Electronic components are sensitive to electrostatic discharge (ESD). While key interfaces on circuit boards are
ESD-protected, not all components are fully shielded. Follow ESD safety measures when handling circuit boards:
» Store and transport boards in anti-static bags until deployment;

Discharge body static (e.g., wear grounding wrist straps) before touching the device;

Operate only in ESD-safe areas;

Avoid moving the device on carpeted surfaces.

vV V V

®  Basic Installation Requirements

Only trained and authorized personnel may install, operate, or maintain the device.

» Only qualified and trained personnel are allowed to install, operate, or maintain the device.

» Only certified professionals may dismantle safety features or repair the device.

» Replacements or modifications (including software) must be performed by TwoWin-certified personne.
» Report any faults or errors that may compromise safety to the responsible person immediately

Twowin Information Technology (Shenzhen) Co., Ltd. 4



=]
AN, BRI
TWOWIN TECHNGLOGY  Smarter World, Better Life

Introduction
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The TW-T505 is a computing platform designed based on the NVIDIA® Jetson Xavier NX series module. It
integrates the Xavier NX module, comes pre-installed with Ubuntu OS, and delivers 21 TOPS of Al computing
power for floating-point operations. Equipped with fan-based active cooling for excellent thermal performance, it
features a compact and sleek design, diverse interface types, and a pre-installed bottom bracket for easy on-site
installation. With stable operational capabilities, it is widely applicable in industries such as security, logistics,
finance, retail, and judicial systems. It serves as an ideal edge Al deployment solution for deep learning
applications. Terminal products include robots, drones, autonomous delivery vehicles, portable medical devices,
and smart law enforcement equipment.

TW-T505 Edge Computing Platform Overview

Embedded NVIDIA® Jetson Xavier NX

Supports M.2 KEY M (NVMe 2242)

Compatible with multiple interfaces (e.g., USB/Ethernet/Serial)
Supports dual-band WiFi module

Fan-active cooling design

Pre-installed Ubuntu OS and JetPack SDKs

Twowin Information Technology (Shenzhen) Co., Ltd. 5
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Product Specification

Processors and Core Modules

& 1 b e e S i s e
j— 'J(@Zn\"DLA. SANTA CLARA

Processor NVIDIA Jetson Xavier NX

Al 21TOPS

6-core NVIDIA Carmel ARM®v8.2 64-bit CPU
CPU 6MB L2 + 4MB L3
1100 MHz

384-core NVIDIA Volta™ GPU with 48 Tensor Cores
1.9 GHz

GPU

8 GB 128-bit LPDDR4x 51.2GB/s
Memory or
16GB 128-bit LPDDR4x 59.7GB/s

1x 16GB eMMC 5.1 Flash (NX module built-in)

Storage ) ) )
1x M.2 Key M NVMe 2280(Optional installation)

Twowin Information Technology (Shenzhen) Co., Ltd.
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Interfaces
Interface Quantity Note
Network Ethernet 1 RJ45 Gigabit Ethernet port
Video output HDMI 1 HDMI 2.0 1.4 compatible (output only)
Storage M.2 1 PCIE NVME 2242 SSD
Power 1 Button
Function Key REC 1 Button
RES 1 Button
USB USB 2 USB 3.05V 1A
CAN 1 Support CANFD
Serial port
(GH1.25 RS232 1 Standard 232
terminal 4PIN) ttl3.3V debug serial port
DEBUG 1
Baud rate: 115200

Codecs

Video Encode

2x 4K60 (H.265)
4x 4K30 (H.265)
10x 1080p60 (H.265)
22x 1080p30 (H.265)

Video Decode

2x 8K30 (H.265)
6x 4K60 (H.265)
12x 4K30 (H.265)
22x 1080p60 (H.265)
44x 1080p30 (H.265)

Twowin Information Technology (Shenzhen) Co., Ltd.
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Power Supply

Power Supply Spec
Input Type DC (55%21)
Input Voltage Wide input 12-24V DC
Typical consumption 25W

Structure

Mechanical

Spec

Dimensions (WxHxD)

109.2mm x 62.5mm x 46.3mm

Weight 320g
Environment
Environmental Spec
Operating Temperature -20°C- +50°C

Storage Humidity

10%-90% non-condensing

Twowin Information Technology (Shenzhen) Co., Ltd.
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Size and Dimension

127.2mm

INSTALLATION SIZE

CHASSIS DIMENSIONS:109.2mm(W)*

62.5mm(D)*46.3mm(H)

RS-212 DEBUG CAN
—n

46.3mm

= =)

62.5mm |

109.2mm

Twowin Information Technology (Shenzhen) Co., Ltd.



AR E R

mwoun tecunotosr  Smarter World, Better Life www.twowintech.com

Service & Support

Technical Support

If you encounter issues or believe your product has defects, please visit our official website to explore the
FAQs section for solutions. You may also contact us via phone or WeChat, and we will promptly arrange

assistance to resolve your concerns.

Warranty

Warranty Period: One (1) year from the date of purchase.
Warranty Terms: For products under warranty, free repairs will be provided for non-human-caused
malfunctions. Contact us through the purchase platform’s customer service or by phone to initiate warranty

assistance (Refer to TwoWin Information Technology (Shenzhen) Co., Ltd. Warranty Terms for details).

Twowin Information Technology (Shenzhen) Co., Ltd. 10
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Interface Description

Front Interface

SV B

LAN HDMI

=y
s

TW-505 front interface diagram

Interface Interface Interface Description
Name
Interface .
Standard HDMI 2.0 interface
USB 2xUSB USB3.0 (5V@1A)
LAN R145 Gigabit Ethernet port

Twowin Information Technology (Shenzhen) Co., Ltd.
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Left-Side Interfaces

TW-T505 Left-Side Interface Diagram

2 K"

oTG DCIN

=== 12-24V
e

E3

PWR RST REC

Interface Interface Description
Name
DC Power 12-24V
Interface
Power_LED Power Status Red LED stays lit when powered on (internal display)
Indicator
PWR Button * Long press (10 seconds): Shut down

* Short press: Bring up shutdown menu

REC Button No standalone function. Combined with RESET key to
enter flashing mode

RES Button * Reset key: Restart device
« With REC key: Enter flashing mode

OoTG Micro USB2.0 USB 2.0 for flashing or SSH connection (IP: 192.168.55.1)

Note:

1.Recovery Mode (flashing mode) is used for system reinstallation.

2.To enter recovery mode:

3.Hold the REC button.

4.While holding REC, press and hold the RES button.

5.Release RES first, then release REC

6.After connecting to a host via USB, run 1susb to check for "NVIDIA Corp." If not detected:
7 Verify data cable connections on both host and device.

8.Ensure correct button sequence and timing.

9.Use a USB 3.0 port on the host for connection.

Twowin Information Technology (Shenzhen) Co., Ltd.
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Right - Side Interface

Schematic Diagram of the Right - hand Interfaces of TW - T505

wll 4

() ] [

CAN DEBUG RS-232

Interface Interface Interface Description
Model and

Specification

CAN GH1.25 Supports canfd
Terminal, 4PIN
DEBUG GH1.25 Debugging serial port (Baud rate: 115200)
Terminal, 4PIN
RS232 GH1.25 Standard 232 interface (/dev/ttyTHS1)
Terminal, 4PIN

Twowin Information Technology (Shenzhen) Co., Ltd.
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Serial Port Description

RS232

—
1|

1 4

Connector Pin - out

232 Serial Port Connector Pin Definition (Connector Model: GH 1.25 -
4PIN)
Pl o PIN .
Definition Definition
N# #
1 GND (Green) 2 RS232_RX (Yellow)
3 RS232_TX (Black) 4 GND (Red)

CAN Interface

CAN Connector PIN Definition (Interface Type: GH 1.25-4PIN)
PI o PIN o
Definition Definition
N# #
1 GND(Green) 2 CAN_LO(Yellow)
3 CAN_HO(Black) 4 GND(Red)

DEBUG Interface

DEBUG Connector PIN Definition (Interface Type: GH 1.25-4PIN)
Pl o PIN o
Definition Definition
N# #
1 GND(Green) 2 USB_RX(Yellow)
3 USB_TX(Black) 4 GND(Red)

Twowin Information Technology (Shenzhen) Co., Ltd.
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Installation of the extension unit

Mounting the Box Bracket

Install the box bracket

The box allows it to be mounted in any convenient space in the work environment and maintains a ventilated
environment all around.

1.Mount the brackets and secure the brackets to the box base plate with 4 screws through the holes in each
bracket.

2.Secure the box where you want to mount the box.

Installation of wifi antenna

Antenna Installation

Twowin Information Technology (Shenzhen) Co., Ltd. 15
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1.Tighten the WIFI antenna SMA male connector to the box SMA female connector in clockwise direction.
2. Bend the antenna 90 degrees upwards.

Twowin Information Technology (Shenzhen) Co., Ltd.

16



R

¥ rwowm tecunorosy  Smarter World, Better Life www.twowintech.com

Feature Introduction

System Overview

The T505 device uses and is pre-installed with the Ubuntu system, which boots automatically upon
power-on.

Default username: nvidia

Password: nvidia

Our company has not set up a root username or password. To access the root user, execute the following
command:

sudo -s

Enter the password: nvidia.
Note:Since the interface drivers for this device are developed by our company (different from NVIDIA

development board drivers), using the upgrade command may upgrade the kernel and overwrite the
device tree. If it is necessary to use the upgrade command for updates, please run the following

commands before proceeding:

sudo mv /etc/apt/sources.list.d/nvidia-14t-apt-source.list
/etc/apt/sources.list.d/nvidia-14t-apt-source.list.bak

sudo apt-get update

sudo apt-get upgrade

Power On/Off

Power On: The default boot mode for the TW-T505 device is auto-start on power-on. Plug in the power and
connect the power cable to the device (as shown in the figure below), ensuring the DC port is properly

connected to a power adapter.

T . TI— -0

o

3

(W] kIIW‘

D asS

I Is v

dl
il
LD &

Twowin Information Technology (Shenzhen) Co., Ltd. 17
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Connect the monitor to the device via the HDMI port. The boot screen is shown in the figure below:

Ubuntu Desktop SAman < @ <) 1801 ¥

)

m

D B @ M

rt
Forum:

&
B
%

&

boot-up desktop

Shutdown: The system performs a software shutdown internally via the shutdown command.
Restart: Execute $ sudo reboot in the command line to restart the device. Alternatively, press the Reset button

once to restart.
Caution: Do not disconnect the main power supply directly. This may damage the storage disk.

Twowin Information Technology (Shenzhen) Co., Ltd. 18
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Work Mode Switching

Different work modes utilize varying CPU cores and power consumption levels. Select the appropriate
mode based on your requirements by clicking the arrow-indicated option (example shown below for Xavier NX

module work modes).

Ubuntu Desktop @4 MODE 20W 6CORE 1y [><] 03:06 %%

“Powermode  » AODE 15W 2CORE
" Run tegrastats RE
Qg =dge wa AODE 15W 6CORE
Chromium > " settings AODE 10W 2CORE
Br\;'\ir; i Quit 4: MODE 10W 4CORE

5: MODE 10W DESKTOP
6: MODE 20W 2CORE
7: MODE 20W 4CORE

Developer * 8: MODE 20W 6CORE

Jetson
Supporkt
Forums

NVIDIA
JetsonZoo

LT

README

NVIDIA,
N

e

Terminal

NVIDIA
VPI Demos
v

=
|

Twowin Information Technology (Shenzhen) Co., Ltd. 19
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CAN Function Test

1. Can_test directory (located in /home/nvidia/twork directory)
The can_test directory contains the following files:

canSendTest : CAN communication send test executable file
canRecvTest : CAN communication receive test executable file
canUp.sh : CAN communication driver loading script

ko File: SPI-CAN driver module

2.Driver loading, set and enable CAN interface
Run the command

in the current directory sudo . /canUp.sh

At the end of the run, print ‘set canO up success!!!’, indicating that the can0 interface has been set and enabled. at

the end of the run, it prints ‘set can0 up success!!!’, indicating that the can0 interface has been set up and

enabled.

For example, in the figure below, after running, there are can0, canl and can2 available. (T505 actually has only

one can, the actual number of cans in the device shall prevail)

Note the bitrate baud rate.

nvidia@tegra-ubuntu:~/nfs udo ./canUp.sh

[sudo] password for nvidi
-print arguments
bitrate = 500860
dbitrate = 2000000
spiCan = mcp251xfd
print end

et can down
set can@ down !!!
et canl down
set can2 down !!!

--------- -rmmoding CAN driver ...
rmmod: mcp251xfd

rmmod: mttcan

rmmod: can_raw

rmmod: can

————————— -rmmod CAN driver end

————————— -Loading CAN driver ...
modprobe: can

modprobe: can_raw

modprobe: mttcan

insmod:

et can@ up
et canl up
et can2 up s
1trate=580

Twowin Information Technology (Shenzhen) Co., Ltd.
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3. CAN Receive Test (Example: can2)

Run the command ./canRecvTest can2. By default, this test demo receives frames with ID Ox11.
After running the command, wait for can2 to receive data.

Configure the USB-CAN tool as follows:

Set the frame ID to "00 00 00 11"

Disable ID Increment

Set the bitrate to the value obtained in the previous step

Click the "Send Message" button to transmit data to the CAN bus.

Data sent from the USB-CAN tool will be displayed in the terminal window.

[&] USB-CAN Tool Va.11 - CANalyst-11 - SNiFBIS: 31FO0018F66, EWHESS: V3.39 - SlsRlz - a
REHESO) BEEfFQ) SHEEG FE0 BE5N ®:EHE ESQ

CANEE

W AR o pAZeEY: AURMG - WD (x|

SHEGED : 11 22 35 44 55 66 77 88 | LHE ne @ HiERE
SEEUERES i o e
CHEE CHRRE L gt #x | Osmmie

GitiiE: BiE Fitig: B
AR 0 DT 0 hER: 0 MHET: 0

] R COBE e 18 =) L OREOHR
16:30:00.332  F cht 0x0011 il 0x08 x| 16 22 33 44 65 66 77 88
16:30:01.3%2 % cht £ 0x0011 HiEh 0:08 x| 17 22 33 44 55 66 77 66
v count = 20 a 2 E X X 16:30:02.382 K cht 0x0011 Higmh 0x08 x| 18 22 33 44 55 66 77 66
16:30:03.331 & <kt 0x0011 HEm UaDB x| 19 22 33 44 55 66 77 88
18:30:00.32 7 e 0x0011 SR 008 x| 1% 22 33 44 65 66 77 88
16:30:06.332  F oht 0x0011 Hi Ox08 x| 1B 27 33 44 65 66 77 88
16:30:06.331 % cht 030011 HEh 0x08 x| IC 27 33 44 65 66 77 66
16:30:00.331 % cht 020011 SR 0:08 x| 1D 2z 33 44 55 66 77 66
16:30:08.330 7 <kt 020011 HAEm 0a0B x| 1E 22 33 44 55 66 77 80
16:30:09.331 T e 0x0011 S 0:08 x| 1F 22 33 44 65 66 77 89
16:30:10.331 cht 0x0011 SR 008 x| 20 22 33 44 65 66 77 88
16:30:11.332 & oht 0x0011 i Ox08 x| 21 27 33 44 65 66 77 88
16:30:12.330 % cht 020011 HiEh 0:08 x| 22 27 33 44 55 66 77 66
16:30:13.382 K okt 030011 HiRmh 0x08 x| 23 2z 33 44 55 66 77 66
16:30:14.330 <kt 020011 HAEm 0a0F x| 24 22 33 44 55 66 77 80

4. CAN Send Test (Example: can2)

Run the command ./canSendTest can2. By default, this test demo alternately sends data with frame IDs 0x11 and

0x22

After executing the command, the USB-CAN tool will receive data sent by can2.

Twowin Information Technology (Shenzhen) Co., Ltd.
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WiFi connection (optional)

1.Click on the network icon indicated by the arrow

Ubuntu Desktop 4 MODE 20W 6CORE 1. 3 <) 10:40 T

®
{-

i

GoE DD D

sD

24 mope 20w 6core Ty B 2 <) 10:53 3

Wired connection 1

Disconnect

‘a ChinaNet-JwWu4
% ChinaNet
= ChinaNet-
= ChinaNet:

and-Business

changhong Connect to Hidden Wi-Fi N
ChinaNet-TrxJ Create New Wi-Fi Network
ChinaN: 356G VPN Connecti

CHWL

CHWL-5G

cMcc
JC3902542910000C10130543
Marloon

« Enable Networking
v Enable Wi-Fi
Connection Information

Edit Connections...

e d e

Fl

Twowin Information Technology (Shenzhen) Co., Ltd.
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3.Input password, you can check whether the password is entered correctly by ticking the Show password option

below.

X MODE 20W 6CORE = [B % &) 1055 1%

Authentication required by Wi-Fi network

Passwords or encryption keys are required to access the Wi
Fi network “TwoWin"

AIE DD D m

Password:

Show password

sb

Ubuntu Desktop =X MODE 20W 6CORE = 3 ) 1055 %

@

Jetson Zoo

L4T
README

N TEELILILLELE

w
o

Twowin Information Technology (Shenzhen) Co., Ltd.
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5. Open the web page to confirm whether the network is normal

BHE—T, fREIAE - chromium
& EE-T, fratd

C @ baiducom

< :
@& Chromium isn't your default browser JEEEEECEETIE X

HiE  haol23  E REIE

| [ @) =

4 QG ¥ B B

0

MODE 20W 6CORE = «) 10:56 %

B:=

wE BN ME ES

BaiddEE

[ | Bl ==+

SR > O

I MEHABARESER D 4 2015RE-FE @

2 NEREALEDIHRELHD 5 TERSLEABEKETET @
BAERVERSHIF=RIE @ 6 IMEERNISEIAEHEE

Twowin Information Technology (Shenzhen) Co., Ltd.
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Jtop installation

Jtop (a system monitoring utility that runs in the terminal, allowing real-time viewing and control of NVIDIA
Jetson statuses) is very easy to install. If the Jetson device already has JetPack SDK installed, follow these steps:

Installation:
sudo apt install python3-pip
sudo pip3 install jetson-stats

Execution:

sudo jtop
After launching, the interface will appear. Use digital keys 1-6 to switch pages and press Q to exit.

Note:
This utility is pre-installed on factory devices
The example below uses AGX Orin module jtop v4.0.0. Different versions may have slight variations. Refer to

your actual interface.

Activities (=] Terminal + I MODE 30w S O -

>

Gt A

nvidia JTerminal

- jtop Jetson AGX Orin - JC: Inactive - 30W

Jetson AGX Orin - Jetpack UNKNOWN [L4T 35.1.0]
E 7%] 1.7GHz

1
5%]
2%1

L
L
L
L

1.7G
1.7GI
1.7Gl

nviL”.,
NVIDIA Jetson
Community Pr...

0%] 8.6kHz
1

Jetsg‘l:suplpmt [info] [Sensor] = [Tempr] [Powerlmw] = [ [Avr]
Fordms UpT: © days ©:44:40 cPu CPU CV 1e86 923
[ ] Ta= allc = 5 GPU SOC 434 4125
Jetson Clocks: [inactiv - NC 0 (]
NV Power[2]: 3@W = -8 vDDQ VDD2 1V8895 866
[HW engines] # & ALL 5175 5201
APE: 233MHz
NVENC: [OFF] NVDEC: [OFF]
NVIPG: [OFF]

Tdiode —
nv I1."—‘.LL 2GPU  3CPU  4MEM S5CTRL 6INFO Quit Raffaello Bonghi]

Jetson Zoo

=

L4T-README

Twowin Information Technology (Shenzhen) Co., Ltd.



MM R

TECHP

Activities (=) Terminal =

Gi

nvidia

&

nV!L].
NVIDIA Jetson
Community Pr...

n\n‘ll.ﬂ.
Jetson Support
Forums

n\IlL/—".
Jetson
Developer Zone

(1 :”

mm.ﬂ.
Jetson Zoo

2
LAT-README

Activities (=) Terminal =

Gi

nvidia

@
L™,

NVIDIA Jetson
Community Pr...

n\n‘ll.ﬂ.
Jetson Support
Forums

n\IlL/—".
Jetson
Developer Zone

(©,)

mm.ﬂ.
Jetson Zoo

A
LAT-README
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M~ jtop Jetson AGX Orin - JC: Inactive - 30W Q

Jetson AGX Orin - Jetpack UNKNOWN [L4T 35.1.0]
GPU

T T
-4s -2s
1 0.0kHz GPU Temp: 37.218C
Jetson Clocks: [inactive]

NV Power[2]: 3@W

[ 1AL PIAIVM 3CPU  4MEM SCTRL 6INFO  Quit Raffaello Bon

Sep 22 06:43
\

=¥

N /
I+ jtop Jetson AGX Orin - JC: Inactive - 30W Q =

Jetson AGX Orin - Jetpack UNKNOWN [L4T 35.1.0]
r Platform ————  CPu1 cPU2

Arch: aarché4
Rel: 5.10.104-tegr 87%
Cluster: 75%
62%
CRPU1 ARMvE 50%
Frg: 1.7GHz 37%
EPU2 ARMvE 25%
Frq: 1.7GHz 12%
CRU3 ARMvE 0%
Frq: 1.7GHz time
CPU4 ARMvE
Frq: 1.7GHz 100%
CRUS ARMvE 87%
Frq: 1.7GHz 75%
CPUS ARMvE 62%
Frq: 1.7GHz 50%
EPUZ ARMVE 37%
Frg: 1.7GHz 25%
CPU8 ARMvS 12%
Frq: 1.7GHz ; i : F r 0%

T T
-4s5 -25 8 -4s5 -4s5 -25 0 time
1A 2GPU  ElaiglV]

4MEM 5CTRL 6INFO Quit Raffaello Bonghi
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I+ jtop Jetson AGX Orin - JC: Inactive - 30W Q =

Jetson AGX Orin - Jetpack UNKNOWN [L4T 35.1.0]

RAM Swap
31.3G
27.4G
23.5G
19.6G
15.7G
11.7G
7.8G
3.9G

o L L U Lo T o}

(cached

0.0G

0 time

Clear cache

Extra Status
Swap Disable

1ALL 2GPU 3CPU CHGIM SCTRL 6INFO £ Raffaello Bonghi

Sep 22 06:43
\
/

~ /
M~ jtop Jetson AGX Orin - JC: Inactive - 30W

Jetson AGX Orin - Jetpack UNKNOWN [L4T 35.1.0]
Fan

jetson_clocks Inactive

boot Enable
NVP model l:‘ 2

|MAXN H 15W H H 4®w|

8]

58] (Lfb 6925x4MB)
1 3.2GHz

Legend
2.1 GB
0.0 kB

2.1 GB

100%
93%
86%
80%
73%
(131
60%
53%
46%
40%
33%
26%
20%
13%

6%

1ALL 2GPU 3CPU 4MEM Hegne

6INFO Quit

0%
0 time
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ivities (=) Terminal = 144 MODE 30W

nvidia Terminal
\ ’

2 /
E 1 jtop Jetson AGX Orin - JC: Inactive -30W  Q

Jetson A orin - Jetpack UNKNOWN [L4T 35.1.0]

Up Time: 0 days ©:45:1 i 4.0.0rc2
Jetpack: UNKNOWN [L4T 35.1.0] Raffaello Bonghi
e-mail: raffaello@rnext.it
it : Jetson AGX Orin

nviL” .,
NVIDIA Jetson tegra23x

. Community Pr... C P3701-0004 Carrier: P3737-0000
- . concord

)
1422822050683
nviL” . i iles: - Hostname: tegra-ubuntu
Jetson Support S E -4. . - Interfaces:
Fortms OpenCV: compiled CUD; * etho: 192.168.1.152
TensorRT: * latbr 192.168.55.1
VPI: L * docker 172.17.8.1
Vulkan:
i’ CUDNN:
Jetson
Developer Zone

i’ 1ALL 2GPU_3CPU_4MEM 5CTRL [3&I Raffaello Bon
JetsonZoo

A

LAT-README
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Uses M.2 Key M SSD as system drive

The NVMe SSD serves solely as the system drive (storing the rootfs and user partition). However, the system boot
process is still handled by the SD card or eMMC. For example, upgrading the Device Tree Blob (dtb) remains
executed from the SD card or eMMC.

Step 1: Prepare and Format the SSD as GPT

Prepare an M.2 Key M SSD

Open the Disks tool (pre-installed in Ubuntu 18.04). Locate the installed SSD, then press Ctrl+F to quickly
format it.

Refer to the diagram below for specific operations (strictly follow these steps to avoid errors that may prevent the
device from booting into the desktop system):

1)To open the tool: Press the Ctrl key to bring up the search bar, then type "Disks".

Twowin Information Technology (Shenzhen) Co., Ltd.
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2)Open the Disks tool, locate the installed SSD, press the Ctrl+F keyboard shortcut to initiate a Quick Format,
then click the "Format" button.

4 MODE 20W 6CORE 1y m $ 1) 11:47 3%

QP

Chromium
web
Browser

nVIDIA 128 GB Disk
Jetson [ Lenovo X800 NVM... 22805 128G SSD
Developer a SD Card Reade

Zone

DD B

nviDIA

Jetson
support
Forums

Volumes

« > Free Space
126 GB:
nVIDIA
JetsonZoo

Don't overwrite existing data (Quick)

Compatible with modern systems and hard disks > 2TB (GPT) *

TEL

G Cancel Format...
NVIDIA
NVIDIA
Jetson

Communi...

nVvIDIA
VPI Demos
V1.1

MODE 20W 6CORE Ty m 3 q) 11:47 %

Chromium
We
Browser

128 GB Disk
e LENOVO X800 NVM.... 22805 128G 55D

Developer a sD card Reader

NVIDIA.
Jetson
Supporkt
Pl Are you sure you want to format the disk?
< | All data on the disk will be lost but may still be recoverable by data
NVIDIA recovery services
Jetson Zoo
Tip: If you are planning to recycle, sell or give away your old computer
or disk, you should use a more thorough erase type to keep your
private information from Falling into the wrong hands

Affected Devices

£ 128 GB Disk — Lenovo X800 NV...2280s 128G 55D (/dev/nvmeOn1)
NVIDIA.
NVIDIA
Jetson
Communi...

Cancel Format

Terminal

2]
NVIDIA.
VPI Demos
vi.1
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4) Enter password. If you have not modified the password yourself, enter the default password "nvidia"

(case-sensitive).

Authenticate 24 MODE 20W 6CORE Ty 3 ) 11:47 %

& @
=

Chromium
Web
Browser

NVIDIA, 128 GB Disk
Jetson e LENOVO X800 NVM.... 22805 128G 55D

Developer d Reader
Zone

NVIDIA.
ck Devic Volumes

=
Jetson
Supporkt
i Forums

NVIDIA. .
8 ; Authentication is required to format Lenovo X800 NVMe M.

JetsonZoo
22280s 128G SSD (/dev/nvmeOn1)

An application is attempting to perform an action that requires privileges.
=, j Authentication is required to perform this action

- A Password: ||
Jnvidiajl
b Details

NVIDIA -
. NVIDIA Cancel Authenticate

Jetson
Commu

e

NVIDIA.
VPI Demos
vi.1

Chromium
web
Browser

128 GB Disk
Jetson e LenOVO X800 NVM.... 22805 128G 55D

Dey’eloper d Reader
Zone a artition Table
DCL(_N[’EV'CE Serial Number 8516010515X03601299
NVIDIA 6 @ Create Partition

Jetson 3
Support Cancel Create Partition

Forums

nVIDIA
JetsonZoo

PartitionSize | 128 —

Free Space Following | 0

README

NVIDIA

NVIDIA

Jetson
Commu

nVvIDIA
VPI Demos
V1.1
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6)Assign a name to the partition, leave other options as default, and click Create.

Chromium
web
Browser

nVIDIA
Jetson
Developer
Zone

nviDIA

Jetson
Support
Forums

nVIDIA
JetsonZoo

README

n;fl A
NVIDIA
Jetson

nVvIDIA
VP Derr
V1.1

Wel
Browser

NVIDIA
Jetson
Developer
Zone

NVIDIA.
Jetson
Supporkt
Forums

NVIDIA.
Jetson Zoo

README

NVIDIA
NVIDIA
Jetson

Communi...

Terminal

NVIDIA.
VPI Demos
vi.1

128 GB Disk
Lenovo X800 NVM... 2280s 128G 55D

) Card Reader

@ Format Volume

Previous

Volume Name

17 MB Lot
diaf
Type

Lenova X80

8516010515X03601299

Format Volume

© Internal disk For use with Linux systems only (Ext4)

Password protect volume (LUKS)
For use with windows (NTFs)
For use with all systems and devices (FAT)

Other

128 GB Disk — jdev/nvmeOn1

SD Card Reader
SD32G

34 MB Block Device
e /dev/mtdblock0

679 MB Block Device
s /dEV/ZrAMO

679 MB Block Device
—— /dev/zram1

679 MB Block Device
i /dev/zramz

679 MB Block Device
—— /dev/zram3

679 MB Block Device
e /dEV/ZTAMA

Block Device
e /dEV/ZrAM S

17 MB Loop Device
—— /opt/nvidia/lat-us...de/filesystem.img

Lenovo X800 NVMe M.2 2280s 128G 55D
128 GB (128,035,676,160 bytes)

GUID Partition Table
8516010515X03601299

Volumes

128 GB (128,034,275,328 bytes)
Jdev/nvme0Onip1
1b1c3093-c61a-4e56-a0cb-877b0cdb9465
Linux Filesystem

Ext4 (version 1.0) — Not Mounted
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8) The following picture shows that the mounting is successful

MODE 20w 6CORE 1y [BY # 1) 1149 1%

Chromium
web

gl 128 GB Disk — /dev/nvmeoOn1

i - L Lenovo X800 NVMe M.2 22805 128G SSD
DE\_I’EleEf SD Card Reader Size 128GB(128,035,676,160 bytes)
o 50326 GUID Partition Table

34 MB Block Device 5
Jdey/mtdblocko 3 8516010515X03601299
679 MB Block Device Volumes

Jetson e /dEV/ZrAMO

Support

Forums 679 MB Block Device
—— /dev/zram1

<A 679 MB Block Device
m e /dEV/ZTAM2

Jetson Zoo 679 MB Block Device
e /dEV/ZraM3

7 679 MB Block Device
- — /dey/zrama
\ Block Device 128 GB— 125 GB free (2.0% Full)
e/l 5
/ol zrams i /dev/nvme0Onip1
17 MB Loop Device

i /opt/nvidia/lat-us...de/filesystem.img 1b1c3093-c61a-4e56-a0cb-877b0cdb9465

NVIDIA. Linux Filesystem

NVIDIA Ext4 (version 1.0) — Mounted at /media/nvidia/ssd
Jetson
Communi...

Terminal

<
nVvIDIA
VPI Demos
V1.1

Step 2: (System disc conversion)

git clone https://github.com/jetsonhacks/rootOnNVMe.git(if git fails, please download the zip from the
website and copy it to your device to extract it)

cd rootOnNVMe

. /copy-rootfs-ssd.sh (this will take a while, please be patient and wait for the execution to complete before
executing the next step)

. /setup-service.sh

sudo reboot

Twowin Information Technology (Shenzhen) Co., Ltd.
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Step 3: Inspection
Open the terminal and run df -h. Check if the disk device /dev/nvmeOnlpl is mounted under / (root

directory). Repeat the steps from the beginning if it is not mounted correctly.

Terminal @4 MODE 20W 6CORE 1y 02:54 1%
Chromium

Web

Browser
é NVIDIA

J .Je.t!son ilesys ize Used Avail Use%
% Developer Jdev/nvme@nlpl 13G

SR
i none ; ]

tmpfs . :1:1.6

tmpfs 5 21M
DA tmpfs .8M 4.0K
Jetson
Support tmpfs & (] 5
i Fortms. tmpfs 12K Jrunjfuser /120

tmpfs 112K 1% frun/user /1000

fdev/mmcblkepl  14G 136G 9 /media/nvidia/18f@845e-cfbd-4087-ba7c-8c3d
besad3ce

nvidia@nx: ~

NVIDIA.
Jetson Zoo

L4t
- README

=
=

NVIDIA.
NVIDIA

Communi...

NVIDIA.
VPI Demos
vi.1
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Warranty Policy of Twowin Information Technology (Shenzhen)

Co., Ltd.

Important Notes

Twowin Information Technology (Shenzhen) Co., Ltd. warrants that each embedded product provided is free
from material or manufacturing defects to the best of its knowledge and complies fully with the original factory
specifications at the time of shipment.

The warranty scope of Twowin covers all original factory products. For issues with dealer-configured
accessories, contact the dealer for resolution. All products carry a one-year warranty (starting from the factory
shipment date). Lifetime repair services are provided for products beyond the warranty period. Repaired
components receive an extended warranty of 12 months. Unless otherwise notified by Twowin, the factory
shipment date on the original delivery note shall be deemed the product’s shipment date.

How to Obtain Warranty Services

If your product malfunctions during the warranty period, contact Twowin or an authorized dealer to initiate
warranty services. When requesting warranty services, present a purchase invoice as proof of entitlement to
warranty services (this serves as your legal documentation for claiming warranty services).

Warranty Resolution Measures

When requesting warranty services, you must follow the procedures established by Twowin for issue
identification and resolution. You will need to undergo an initial diagnosis via phone or email with Twowin's
technical staff. During this process, you must fully complete all details in the provided repair request form to
ensure accurate diagnosis of the fault cause and damage location (for out-of-warranty products, a service
quotation will be provided for your confirmation).

Twowin reserves the right to either repair or replace the reported product. If the product is replaced or
repaired, the replaced “defective” product or repaired components will be returned to Twowin.

Since some repaired products require shipment to the original factory, Twowin strongly advises purchasing
transportation insurance to avoid accidental loss/damage. If you decline insurance, Twowin shall not be held
liable for any loss or damage during transit.

For warranty-covered products:
The user bears return shipping fees for products sent to Twowin for repair.
Twowin bears return shipping fees for repaired/replaced products delivered to users.

Exclusions from Warranty:

1.Damage due to improper installation, misuse, abuse (e.g., overload), or accidental mishandling.

2.Failures caused by improper maintenance, neglect (e.g., fire, explosion), or natural disasters (e.g., lightning,
earthquakes, typhoons).

3.Unauthorized modifications to the product (e.g., circuitry, mechanical components, software, three-proof
treatment).

4 Faults arising from:

Voltage irregularities (overvoltage, undervoltage, floating ground voltage).

Bent/pinched pins, incorrect bus connections, component detachment.

Electrostatic discharge, excessive temperature/humidity, poor transportation.

5.Tampering, removal, or alteration of product labels or part numbers.

6.Claims submitted after the warranty period expires.

Special Provisions:

Twowin Information Technology (Shenzhen) Co., Ltd.



MM R

mwoun tecunotosr  Smarter World, Better Life www.twowintech.com

If the same fault recurs in multiple products or the same device, our company reserves the right to require
users to provide peripheral devices or technical documentation (e.g., monitors, I/O devices, cables, power
supplies, connection diagrams, system architecture) to diagnose root causes.

Failure to comply will result in denial of warranty claims. Repairs will incur market-rate fees and a repair

deposit.

Twowin Information Technology (Shenzhen) Co., Ltd.
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