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Preface

Before using this manual, please carefully read the following license agreement. You may only use the products

described in this manual if you agree to the terms of this agreement.

Copyright Notice

All rights to this document are owned by Twowin Information Technology（Shenzhen）Co.,Ltd, (hereinafter

referred to as 'TWOWIN'),and the final right of interpretation and amendment is reserved. Any text, document

format, illustrations, photos, methods, processes, etc., appearing in this document, unless otherwise specifically

noted, are copyrighted by TWOWIN. Without the written consent of TWOWIN no one is allowed to

reproduce,quote, copy, modify, translate, or use any part of this manual for commercial purposes

Technical Support and Feedback

If you encounter any issues while using our products or believe there are functional deficiencies, please visit

our official website at [https://www.twowintech.com] to contact our customer service team. We will address your

concerns and provide feedback. For technical support, guidance, or any valuable suggestions, please reach out to

us via our website or phone.

Notice

The products, services, or features you purchase are subject to the commercial contracts and terms of

TwoWin Technology (Shenzhen) Co., Ltd. Some or all of the products, services, or features described in this

document may not be included in your purchase or usage scope. Unless otherwise stipulated in the contract,

TwoWin Technology (Shenzhen) Co., Ltd. makes no express or implied representations or warranties regarding

the content of this document.

Due to product version updates or other reasons, the content of this document may be revised periodically.

Unless otherwise agreed, this document serves only as a usage guide, and all statements, information, and

suggestions herein do not constitute any express or implied warranties.

Contact : Twowin Information Technology（Shenzhen）Co.,Ltd

Tel: 0755-82840481

Website: https://twowintech.com/

E:oversea@twowinit.com

Address: Room 2512, Changhong Technology Building, No. 12, Keji South 12th Road, Nanshan District,

Shenzhen
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Safety Warnings and Precautions

 Safety Instructions​ ​

Before using this product, read this document carefully to understand its basic operation and comply with

the safety instructions therein to ensure personal safety and avoid equipment damage. The manufacturer shall

not be held liable for any issues related to equipment or personal property damage caused by improper

operation.

 Personal Safety ​

• Wear anti-static workwear and gloves/wrist straps before operating the device. Remove conductive items such

as jewelry and watches to prevent electric shock or burns.

• In case of fire, evacuate the building/equipment area immediately, activate the fire alarm, or call the fire

department. Under no circumstances should you re-enter a burning building.

 Equipment Safety

• Securely fix the device to the floor or stable objects (e.g., walls or mounting racks) before operation.

• Do not block ventilation openings during system operation.

• Use tools to tighten screws when installing panels.

• Remove all packaging materials from the equipment area after installation.

 Power supply voltage:

The input power supply of the TW-T1530G edge computing platform is stable and reliable, with a power rating

of 40- 130 W; voltage range: 10 V – 36 V, supporting wide voltage fluctuations during vehicle start- stop.

 Environmental Requirements

Operating Temperature: -20℃ - +55℃

Ventilation Requirement: The area around the computing platform must have good ventilation conditions upon

installation.

 Grounding Requirements ​

• The power adapter’s supply must be properly grounded. In special cases, use the grounding screw on the
platform for grounding.

​ For grounded devices only:​ ​

• Ground the device before installation and remove the ground wire last during disassembly.

• Do not damage grounding conductors.

• Do not operate the device without a grounded conductor.
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• Permanently connect the device to protective earth. Check electrical connections before operation to confirm
reliable grounding.

 ESD Protection ​ ​

Electronic components are sensitive to electrostatic discharge (ESD). While key interfaces on circuit boards are
ESD-protected, not all components are fully shielded. Follow ESD safety measures when handling circuit boards:
• Store and transport boards in anti-static bags until deployment.
• Discharge body static (e.g., wear grounding wrist straps) before touching the device.
• Operate only in ESD-safe areas.
• Avoid moving the device on carpeted surfaces.

 Basic Installation Requirements

Only trained and authorized personnel may install, operate, or maintain the device.

• Only qualified and trained personnel are allowed to install, operate, or maintain the device.

• Only certified professionals may dismantle safety features or repair the device.

• Replacements or modifications (including software) must be performed by TwoWin-certified personnel.

• Report any faults or errors that may compromise safety to the responsible person immediately.
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Introduction

The T1530 is a high-performance edge computer developed based on the NVIDIA Jetson Thor platform. It i

s equipped with the NVIDIA Jetson T5000 core module to meet the needs of various scenarios with different co

mputing power and power consumption, delivering AI computing power up to 2070 TFLOPS. It addresses the m

ost critical issues of real-time performance, reliability, and privacy for physical AI applications such as robotics, en

abling robots to understand and handle complex physical world tasks. It is widely used in autonomous driving sc

enarios including embodied robots, smart healthcare, smart rail transit, smart security, unmanned delivery vehicl

es, unmanned sanitation vehicles, intelligent commercial vehicles, unmanned cleaning vessels, and more.

Overview of the TW-T1530 Edge Computing Platform

● Equipped with NVIDIA® Jetson Thor T5000™

● Supports M.2 KEY M (PCIEX4 NVME 2280)

● Supports time synchronization functionality

● Supports 8-channel GMSL2 cameras

● Supports M.2 KEY E (PCIeX1 2230)

● Supports various interfaces (such as CAN/USB/Ethernet/Serial/GPIO, etc)

● Supports dual-band WiFi/4G/5G modules

● Active cooling fan design

● Pre-installed with Ubuntu system and JETPACK SDKS
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Product Specifications

Processor and Core Modules

Processor NVIDIA Jetson T5000

CPU

14-core Arm® Neoverse®-V3AE 64-bit
CPU

64 KB I-Cache, 64 KB D-Cache
1 MB L2 Cache per core

16 MB Shared System L3 Cache

CPU Max

Frequency
2.6 GHz

GPU

2560-core NVIDIA Blackwell

architecture GPU with 96 fifth-gen

Tensor Cores

Multi-Instance GPU with 10 TPCs

GPU Max

Frequency
1.57 GHz

Memory
128 GB 256-bit LPDDR5X

273 GB/s

Storage 1 x m.2 key m nvme 2280(Optional)

Video

Encode

6x 4Kp60 (H.265)

12x 4Kp30 (H.265)
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24x 1080p60 (H.265)

50x 1080p30 (H.265)

48x 1080p30 (H.264)

6x 4Kp60 (H.264)

Video

Decode

4x 8Kp30 (H.265)

10x 4Kp60 (H.265)

22x 4Kp30 (H.265)

46x 1080p60 (H.265)

92x 1080p30 (H.265)

82x 1080p30 (H.264)

4x 4Kp60 (H.264)

Interface

Interface Quantity Note

Network

Ethernet 5

M12 8PIN aviation port

5x M1210 Gigabit Ethernet port（Supports PTP time synchronization.)independent IP，

Lan2-Lan5 Support POE（Optional）

WIFI 1 Supports 2.4GHz/5GHz WiFi 7, with bandwidth over 1 Gbps, supports AP and STA modes.

4G 1 Global Version Optional（Nano SIM Card）

5G 1 Global Version Optional（Nano SIM Card）

GPS GPS 1 Supports centimeter-level GPS, optional RTK/heading, optional installation

Video output HDMI 1 HDMI 2.0 compatible 1.4 (output only)

USB

USB 2 1xUSB 3.2 (Type-A)，1xUSB 3.0(Aviator Connector Type A)

OTG 1 USB2.0 TYPE-C for flashing

DEBUG 1 USB2.0 TYPE-C debug port

RS232/RS485
RS232 1 or 2

Optional clock synchronization: 1 RS232 serial port (RS232_2).

Without optional clock synchronization: 2 RS232 serial ports (RS232_1 and RS232_2).

RS485 2 Standard RS485 serial port

GPIO
GPO_12v 5 5× GPO (12V@100mA) can only be configured as output function, with isolation.

GPIO_3.3v 4 4× GPIO (3.3V@1mA) can be configured as input or output, with isolation.
CAN CAN 4 4ch MTTCAN

Audio
3.5MM 接

口
1 Output: Standard 3.5mm
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User

Expansion
M.2 1 PCIE NVME 2280 SSD

LED LED 3

POWER (power indicator)

RUN (running indicator)

USER (user-defined LED)

Function Key

Reset KEY 1 Button

Recovery

KEY
1 Button

GMSL

CAMERA

GMSL 摄像

头
8 2 × 4-in-1 Mini FAKRA connectors

天线
Fakra 接口

天线
2 4G/5G share one Mini FAKRA connector; WiFi/GPS share one Mini FAKRA connector.

Power Supply

Power supply Spec

Input type Aviation connector

Input voltage Wide input 10-36v

Maximum power

consumption
130W

Structure

Mechanical Spec

Dimensions (w×h×d) Length × Width × Height: 275mm × 177.3mm × 76.5mm

Environment

Environmental Spec

防护等级 IP65

Operating temperature -20℃-55℃

Storage humidity 5%-95% non-condensing
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Dimension



Smarter World, Better Life

TWOWIN TECHNOLOGY CO. LTD 8

Service and Support

Technical Support

If you encounter any issues or believe there are defects in your product, please visit our official website with

your questions and check our frequently asked questions section for common solutions. You can also contact us

by phone or WeChat, and we will arrange the corresponding work according to your needs in a timely manner to

help you resolve the issues.

Warranty

Warranty Period: The warranty period for the equipment is one year from the date of purchase. Warranty

Terms: During the warranty period, if the product has a malfunction that is not caused by human damage, it will

be repaired for free. Please contact customer service through the purchase platform or by phone to obtain

warranty assistance (For details, please refer to the warranty terms of TwoWin Technology ).
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Interface Description

Front Interface

TW-T1530G front interface diagram

Interface Interface Name Interface Description

PWR
Power Status

Indicator Light

After power-on, the indicator light is steady red. If it is

not lit, it means no power or abnormal power-up.

RUN

Normal

Operation

Indicator Light

Steady green: lit indicates normal system startup; not lit

indicates the system has not started.

USER
User-defined

Indicator Light
Default off, user-defined, control pin: PQ.06.

OTG TYPE-C interface
System can be flashed via a TYPE-C cable connection and

accessed via SSH (virtual IP: 192.168.55.1).

DEBUG Debug Serial Port
Debug information can be output via a TYPE-C cable

connection.

HDMI Video Output HDMI 2.0, compatible with 1.4 (output only)

USB3.0 1x USB3.0 Standard USB Type-A / 5V@1A

SIM SIM Card Slot
Install the SIM card in the orientation shown on the

silk-screen diagram (hot-swapping not supported).

RST Reset Button
Used alone for reset/restart; with REC to enter

RECOVER mode.

REC Recovery Button
Used alone has no effect; with the reset button,

enters RECOVER mode.

4/5G 4 in 1 Fakra Interface 4/5G antenna

WIFI/GPS 4 in 1 Fakra Interface WiFi/GPS antenna ( GPS: /dev/ttyAMA10 )
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GMSL 4 in 1 Fakra Interface
8-channel GMSL camera interface (2 × 4-in-1

Fakra connectors)

Aviation USB 1x USB3.0 Aviation connector interface - Link TYPE-A (5V 1A)

POWER Power Interface
M16 6-pin male aviation connector interface (input

voltage range: 10V-36V)

RECOVER mode: This is the mode required for flashing the system, mainly used for system installation. To enter RECOVER mode on

this device:

First press and hold the REC button, then while holding it, press and hold the RST button. After 2 seconds, release the RST button, and

finally release the REC button.

On the host terminal, run lsusb to check whether "nvidia corp" appears. If it appears, the device has entered RECOVER mode

successfully.

ACC usage method:

1、The main power must be connected to a constant power source such as the vehicle battery.

2、The backup power is connected to ACC. After the main power is connected, the device does not power on. When ACC power

(12- 24V) is applied, the device powers on normally.

3、If the main power remains connected and ACC is disconnected, the device detects the ACC disconnection and then performs a

software shutdown.

4、After ACC is powered again, the device can power on automatically (with the main power kept connected).
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Back Interface

TW-T1530 (standard configuration) rear interface diagram.

TW-T1530 Rear Interface Diagram（ time synchronization feature）

Interface Interface Name Interface Description

M12(10G) Ethernet 10G Port

5x M12 10G Ethernet ports (support PTP time

synchronization), with independent IP

addresses; LAN2-LAN5 support PoE (optional).

RS232

RS485

M12 12-pin pin-style

aviation interface
Standard 232 interface/485 interface

GPIO
M12 12-pin pin-style

aviation interface

5× GPO (12V@100mA) can only be configured as

output function, with isolation.

4× GPIO (3.3V@1mA) can be configured as input

or output, with isolation.

CAN
M12 12-pin pin-style

aviation interface
T5000 : 4ch MTTCAN

AUDIO Audio Interface 3.5mm audio jack

SYNC Time Synchronization Optional function, pinout label: MCU.
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Detailed Introduction of the M12 12-pin Aviation Connector

RS232
RS485

No. Description

1 RS485-232_5V

2 RS485B1

3 RS485A1

4 RS485-232_5V

5 GND

6 RS232_RX2

7 RS232_TX2

8 RS232_RX1

9 RS232_TX1

10 RS485A2

11 PWR_EN_LED+ (3.3v@10mA)

12 RS485B2

GPIO

No. Description

1 GPIO4_TX（3.3v@1mA）

2 GPO18（12v@200mA）

3 GPO17（12v@200mA）

4 GPO16（12v@200mA）

5 GND

6 CAN_GND

7 GPIO1_RX（3.3v@1mA）

8 GPIO2_RX（3.3v@1mA）

9 GPIO3_TX（3.3v@1mA）

10 GPS_SYNC

11 GPO19（12v@200mA）

12 GPO20（12v@200mA）
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CAN

No. Description

1 SYNC_OUT

2 CAN0-L

3 CAN3-H

4 CAN3-L

5 CAN2-H

6 CAN2-L

7 CAN1-H

8 CAN1-L

9 SYNC_IN

10 CAN0-H

11 GND

12 CHGND

MCU
（Optional）

No. Description

1 MCU_RS232_TX

2 MCU_OUTPUT4

3 MCU_INTPUT3

4 MCU_CAN1_L0

5 GND

6 MCU_CAN1_H0

7 MCU_RS485-B

8 MCU_RS485-A

9 MCU_RS232_RX

10 MCU_OUTPUT5

11 MCU_OUTPUT3

12 MCU_OUTPUT6



Smarter World, Better Life

TWOWIN TECHNOLOGY CO. LTD 14

List of Serial Port Device Numbers

RS232 \ RS485

GPIO

IO1 PH.06 (3.3V optocoupler isolation) IO2 PP.04 (3.3V optocoupler isolation)

IO3 PW.00 (3.3V optocoupler isolation) IO4 PY.00(3.3V optocoupler isolation)

IO16 PY.01 (12V OUTnon-optical isolation ) IO17 PAL.02 (12V OUTnon-optical isolation)

IO18 PL.04 (12V OUTnon-optical isolation) 1O19 PU.06 (12V OUTnon-optical isolation)

IO20 PV.00 (12V OUTnon-optical isolation)

串口号 Device Number

RS232_1

/dev/ttyAMA9

（If the optional time synchronization function is selected,

this serial port is occupied and cannot be used.）

RS232_2 /dev/ttyUSB0

RS485_1 /dev/ttyCH343USB0

RS485_2 /dev/ttyCH343USB1
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GPIO Usage Reference：

3.3V_GPIO description:

1. GPIO1-4 are controlled by PZ.00 (gpio_452) and PL.01 (gpio_434), where PZ.00 controls IO1-2, and PL.01 con

trols IO3-4.

2. When PZ.00 and PL.01 are set to output 1, IO1-4 are in input mode, and IO1-4 can be set as inputs.

When PZ.00 and PL.01 are set to output 0, IO1-4 are in output mode, and IO1-4 can be set as outputs.

3. You can set PZ.00 to 1 and PL.01 to 0, or set PZ.00 to 0 and PL.01 to 1. IO1-4 are grouped in pairs, so you can

set two outputs or two inputs, but cannot have one output and three inputs, or three outputs and one input.

4. Because the GPIO is isolated, CAN_GND is the isolated ground. If connecting external GPIO devices, this isolat

ed ground must be connected. If not, short pin 5 GND and CAN_GND.

Test procedure: (example)

#Switch to root

sudo su

Set PQ.06 output low level

gpioset -m time -s 1 gpiofind PQ.06=0

Set PQ.06 output high level

gpioset -m time -s 1 gpiofind PQ.06=1

PZ.00 controls the input or output mode of IO1-2. When PZ.00 is low, IO1 and IO2 are in output mode; when hi

gh, they are in input mode.

gpioset -m time -u 1000 sudo gpiofind PZ.00=0 #0: output 1: input

CAN test:

Refer to /home/nvidia/twork/can_test file
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Power Interface M16 PIN Definition

Socket Side：

Line Segment：
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Introduction to Usage

System Introduction

The T1530 device runs the Ubuntu system. Default username: nvidia, password: nvidia. Our company has
not set a root username and password. To enter the root user, execute the following command:

sudo -s

Enter password: nvidia

Note: Since the interface drivers of this device are developed by our company and differ from those of the NVIDIA development

board, using the upgrade command will upgrade the kernel and overwrite the device tree. If you must use upgrade for updates,

please run the following command before using it:

sudo mv /etc/apt/sources.list.d/nvidia-l4t-apt-source.list /etc/apt/sources.list.d/nvidia-l4t-apt-source.list.bak

sudo apt-get update

Power On/Off

Power supply: Connect the device via the M16 6- pin male aviation connector. Both DC connectors on the other end (main power

and backup power) must be powered for normal startup.

Power- on: The TW-T1530G device has a default power- on mode of auto- start upon power input. Plug in the power supply and

connect the M16 6- pin male aviation connector to the device as shown in the figure. Connect the main power and backup power at

the DC female end to the power adapters properly.

ACC Usage Instructions:

1.The main power supply must be connected to a power bank or other long-term power source.

2.After connecting the backup power to ACC, if the main power is connected but the device does not turn on,
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connect ACC to a power source (12-24V), and the device will start up normally.

3.If the main power remains connected and ACC is disconnected, the device will detect the disconnection of ACC

and then perform a software shutdown.

4.After ACC is powered again, the device can start up automatically (with the main power remaining connected).

Plug in the power supply and connect the display through the HDMI interface to the device as shown in the

diagram.

The login screen

Mode Switching

Different working modes use different CPU cores and power consumption. You can choose according to your

own needs by clicking on the option indicated by the arrow to select the mode.
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WiFi Connection

There are multiple ways to connect to a WLAN. The following introduces how to

connect via the graphical interface and how to use the nmcli tool in the terminal

command line.

1.Connect to WLAN via the graphical interface

Click on the network icon.

Select the Wi-Fi network you want to connect to and enter the password.
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2. Connect to Wi-Fi via Terminal Command

Enter nmcli device wifi list in the terminal to list the available Wi-Fi networks:

Connect to Wi-Fi

Enter sudo nmcli device wifi connect MyWiFiSSID password MySecretPassword in the terminal

You can now use the Wi-Fi network
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3. Configure Wi-Fi as a hotspot

iw list | grep -i dbm | grep -v no # to view the currently available channels.

Create a hotspot using the nmcli tool:

sudo nmcli device wifi hotspot ifname wlP1p1s0 con-name Hotspot ssid TW_Hotspot password 12345678 band bg channel 1

sudo nmcli connection modify Hotspot connection.autoconnect yes

sudo nmcli connection modify Hotspot connection.autoconnect-retries 0
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4G Dial-Up Internet (Optional)

Before connecting to a 4G/5G network, be sure to connect the antenna first; otherwise,

the dial- up process or network signal may be affected.

For the SIM card, be sure to insert it before powering on the device; hot- swapping is

not supported.

Connect to position ① and SIM card position ② as shown in the figure：

The T1530 device is pre-configured at the factory with the dial- up service mobile_network.service, which
automatically dials after power- on. After inserting the SIM card and powering on, users can check whether

the dial- up succeeded and an IP address was obtained by using the ifconfig command.

Note: Due to different optional 4G/5G modules, the network interface name may vary; the 4G/5G interface
may be wwan0 or ppp0.

If the system has been reinstalled on the device, you can contact technical support to obtain

the mobile_network.tar file, download it to the T1530, extract it, and run run.sh to add the automatic
dial- up service.

tar xpf mobile_network.tar

cd mobile_network/

sudo ./run.sh
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GPS positioning information acquisition (optional)

To obtain GPS positioning information, simply open the corresponding serial port to view the data output.

sudo cutecom

Open the serial port /dev/ttyAMA10 at baud rate 38400.

(Refer to the figure for the opening method. The port shown in the figure is an example; in actual operation, select

based on the actual /dev/ttyAMA10.)
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Warranty Policy of Twowin Information Technology (Shenzhen) Co., Ltd.

Important Notes
Twowin Information Technology (Shenzhen) Co., Ltd. warrants that each embedded product provided is free

from material or manufacturing defects to the best of its knowledge and complies fully with the original factory

specifications at the time of shipment.

The warranty scope of Twowin covers all original factory products. For issues with dealer-configured

accessories, contact the dealer for resolution. All products carry a one-year warranty (starting from the factory

shipment date). Lifetime repair services are provided for products beyond the warranty period. Repaired

components receive an extended warranty of 12 months. Unless otherwise notified by Twowin, the factory

shipment date on the original delivery note shall be deemed the product’s shipment date.

How to Obtain Warranty Services ​ ​
If your product malfunctions during the warranty period, contact Twowin or an authorized dealer to initiate

warranty services. When requesting warranty services, present a purchase invoice as proof of entitlement to

warranty services (this serves as your legal documentation for claiming warranty services).

Warranty Resolution Measures
When requesting warranty services, you must follow the procedures established by Twowin for issue

identification and resolution. You will need to undergo an initial diagnosis via phone or email with Twowin’s

technical staff. During this process, you must fully complete all details in the provided repair request form to

ensure accurate diagnosis of the fault cause and damage location (for out-of-warranty products, a service

quotation will be provided for your confirmation).

Twowin reserves the right to either repair or replace the reported product. If the product is replaced or

repaired, the replaced “defective” product or repaired components will be returned to Twowin.

Since some repaired products require shipment to the original factory, Twowin strongly advises purchasing

transportation insurance to avoid accidental loss/damage. If you decline insurance, Twowin shall not be held

liable for any loss or damage during transit.

For warranty-covered products:
The user bears return shipping fees for products sent to Twowin for repair.
Twowin bears return shipping fees for repaired/replaced products delivered to users.

Exclusions from Warranty:
1.Damage due to improper installation, misuse, abuse (e.g., overload), or accidental mishandling.
2.Failures caused by improper maintenance, neglect (e.g., fire, explosion), or natural disasters (e.g., lightning,
earthquakes, typhoons).
3.Unauthorized modifications to the product (e.g., circuitry, mechanical components, software, three-proof
treatment).
4.Faults arising from:
Voltage irregularities (overvoltage, undervoltage, floating ground voltage).
Bent/pinched pins, incorrect bus connections, component detachment.
Electrostatic discharge, excessive temperature/humidity, poor transportation.
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5.Tampering, removal, or alteration of product labels or part numbers.
6.Claims submitted after the warranty period expires.

Special Provisions：
If the same fault recurs in multiple products or the same device, our company reserves the right to require

users to provide peripheral devices or technical documentation (e.g., monitors, I/O devices, cables, power

supplies, connection diagrams, system architecture) to diagnose root causes.

Failure to comply will result in denial of warranty claims. Repairs will incur market-rate fees and a repair

deposit.
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